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(3) The test demonstrating compli-
ance with the AC power line conducted
limits specified in § 15.107 shall be per-
formed in accordance with the proce-
dures specified in § 15.31 using a enclo-
sure, peripherals, power supply and
subassemblies that are typical of the
type with which the CPU board under
test would normally be employed.

(b) The power supply shall be tested
installed in an enclosure that is typical
of the type within which it would nor-
mally be installed. Additional compo-
nents, including peripheral devices, a
CPU board, and subassemblies, shall be
added, as needed, to result in a com-
plete personal computer system. Test-
ing shall be in accordance with the pro-
cedures specified in § 15.31 and must
demonstrate compliance with all of the
standards contained in this part.

[61 FR 31048, June 19, 1996, as amended at 62
FR 41881, Aug. 4, 1997]

§ 15.33 Frequency range of radiated
measurements.

(a) For an intentional radiator, the
spectrum shall be investigated from
the lowest radio frequency signal gen-
erated in the device, without going
below 9 kHz, up to at least the fre-
quency shown in this paragraph:

(1) If the intentional radiator oper-
ates below 10 GHz: to the tenth har-
monic of the highest fundamental fre-
quency or to 40 GHz, whichever is
lower.

(2) If the intentional radiator oper-
ates at or above 10 GHz and below 30
GHz: to the fifth harmonic of the high-
est fundamental frequency or to 100
GHz, whichever is lower.

(3) If the intentional radiator oper-
ates at or above 30 GHz: to the fifth
harmonic of the highest fundamental
frequency or to 200 GHz, whichever is
lower, unless specified otherwise else-
where in the rules.

(4) If the intentional radiator con-
tains a digital device, regardless of
whether this digital device controls the
functions of the intentional radiator or
the digital device is used for additional
control or function purposes other than
to enable the operation of the inten-
tional radiator, the frequency range
shall be investigated up to the range
specified in paragraphs (a)(1) through
(a)(3) of this section or the range appli-

cable to the digital device, as shown in
paragraph (b)(1) of this section, which-
ever is the higher frequency range of
investigation.

(b) For unintentional radiators:
(1) Except as otherwise indicated in

paragraphs (b)(2) or (b)(3) of this sec-
tion, for an unintentional radiator, in-
cluding a digital device, the spectrum
shall be investigated from the lowest
radio frequency signal generated or
used in the device, without going below
the lowest frequency for which a radi-
ated emission limit is specified, up to
the frequency shown in the following
table:

Highest frequency generated
or used in the device or on

which the device operates or
tunes (MHz)

Upper frequency of measure-
ment range (MHz)

Below 1.705 ........................... 30.
1.705–108 .............................. 1000.
108–500 ................................. 2000.
500–1000 ............................... 5000.
Above 1000 ........................... 5th harmonic of the highest

frequency or 40 GHz,
whichever is lower.

(2) A unintentional radiator, exclud-
ing a digital device, in which the high-
est frequency generated in the device,
the highest frequency used in the de-
vice and the highest frequency on
which the device operates or tunes are
less than 30 MHz and which, in accord-
ance with § 15.109, is required to comply
with standards on the level of radiated
emissions within the frequency range 9
kHz to 30 MHz, such as a CB receiver or
a device designed to conduct its radio
frequency emissions via connecting
wires or cables, e.g., a carrier current
system not intended to radiate, shall
be investigated from the lowest radio
frequency generated or used in the de-
vice, without going below 9 kHz (25
MHz for CB receivers), up to the fre-
quency shown in the following table. If
the unintentional radiator contains a
digital device, the upper frequency to
be investigated shall be that shown in
the table below or in the table in para-
graph (b)(1) of this section, as based on
both the highest frequency generated
and the highest frequency used in the
digital device, whichever range is high-
er.

VerDate 11<MAY>2000 14:05 Dec 18, 2000 Jkt 190183 PO 00000 Frm 00689 Fmt 8010 Sfmt 8010 Y:\SGML\190183T.XXX pfrm03 PsN: 190183T



690

47 CFR Ch. I (10–1–00 Edition)§ 15.35

Highest frequency generated or used in the de-
vice or on which the device operates or tunes

(MHz)

Upper fre-
quency of
measure-

ment range
(MHz)

Below 1.705 ....................................................... 30
1.705–10 ............................................................ 400
10–30 ................................................................. 500

(3) Except for a CB receiver, a re-
ceiver employing superheterodyne
techniques shall be investigated from
30 MHz up to at least the second har-
monic of the highest local oscillator
frequency generated in the device. If
such receiver is controlled by a digital
device, the frequency range shall be in-
vestigated up to the higher of the sec-
ond harmonic of the highest local os-
cillator frequency generated in the de-
vice or the upper frequency of the
measurement range specified for the
digital device in paragraph (b)(1) of
this section.

(c) The above specified frequency
ranges of measurements apply to the
measurement of radiated emissions
and, in the case of receivers, the meas-
urement to demonstrate compliance
with the antenna conduction limits
specified in § 15.111. The frequency
range of measurements for AC power
line conducted limits is specified in
§§ 15.107 and 15.207 and applies to all
equipment subject to those regula-
tions. In some cases, depending on the
frequency(ies) generated and used by
the equipment, only signals conducted
onto the AC power lines are required to
be measured.

(d) Particular attention should be
paid to harmonics and subharmonics of
the fundamental frequency as well as
to those frequencies removed from the
fundamental by multiples of the oscil-
lator frequency. Radiation at the fre-
quencies of multiplier states should
also be checked.

[54 FR 17714, Apr. 25, 1989, as amended at 61
FR 14502, Apr. 2, 1996; 63 FR 42278, Aug. 7,
1998]

§ 15.35 Measurement detector func-
tions and bandwidths.

The conducted and radiated emission
limits shown in this part are based on
the following, unless otherwise speci-
fied elsewhere in this part:

(a) On any frequency or frequencies
below or equal to 1000 MHz, the limits

shown are based on measuring equip-
ment employing a CISPR quasi-peak
detector function and related measure-
ment bandwidths, unless otherwise
specified. The specifications for the
measuring instrument using the CISPR
quasi-peak detector can be found in
Publication 16 of the International
Special Committee on Radio Inter-
ference (CISPR) of the International
Electrotechnical Commission. As an al-
ternative to CISPR quasi-peak meas-
urements, the responsible party, at its
option, may demonstrate compliance
with the emission limits using meas-
uring equipment employing a peak de-
tector function, properly adjusted for
such factors as pulse desensitization,
as long as the same bandwidths as indi-
cated for CISPR quasi-peak measure-
ments are employed.

NOTE: For pulse modulated devices with a
pulse-repetition frequency of 20 Hz or less
and for which CISPR quasi-peak measure-
ments are specified, compliance with the
regulations shall be demonstrated using
measuring equipment employing a peak de-
tector function, properly adjusted for such
factors as pulse desensitization, using the
same measurement bandwidths that are indi-
cated for CISPR quasi-peak measurements.

(b) On any frequency of frequencies
above 1000 MHz, the radiated limits
shown are based upon the use of meas-
urement instrumentation employing
an average detector function. When av-
erage radiated emission measurements
are specified in the regulations, includ-
ing emission measurements below 1000
MHz, there is also a limit on the radio
frequency emissions, as measured using
instrumentation with a peak detector
function, corresponding to 20 dB above
the maximum permitted average limit
for the frequency being investigated
unless a different peak emission limit
is otherwise specified in the rules in
this part, e.g., see § 15.255. Unless other-
wise specified, measurements above
1000 MHz shall be performed using a
minimum resolution bandwidth of 1
MHz. Measurement of AC power line
conducted emissions are performed
using a CISPR quasi-peak detector,
even for devices for which average radi-
ated emission measurements are speci-
fied.

(c) Unless otherwise specified, e.g.
§ 15.255(b), when the radiated emission
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